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Lubrication Pump DJB F200 Series Features:

HUDSUN INDUSTRY CO., LTD

Tel: 86-0574-86303599

 www.lubrication-equipment.com 

sales@lubrication-equipment.com

HUDSUN
INDUSTRY CO., LTD

Making Your Machine     Most Effective 

H

DJB -  F   200   B     *

DJB Electric Grease Filler Pump 

Nominal Pressure 25bar/2.5Mpa

Lubrication Pump DJB F200 Order Code:

Feeding Volume: 200L/Hours

B = With grease barrel  
Omit=  without grease barrel

*�=�For�further�information

Lubrication Pump DJB F200 Technical Data:

Lubrication Pump DJB F200 Dimensions:

Model Nominal Pressure Feeding Vol. Tank Vol. Motor Power Motor Speed 
Approx. Weight 

kg 

DJB-F200 1 MPa 200 mL/min 270 L 1.1 kw 1400 r/min 50Kgs 

DJB-F200B 1 MPa 200 mL/min 270 L 1.1 kw 1400 r/min 138 Kgs 

Note: Media input and viscosity grade of cone penetration 265 ~ 385 (25 DEG C, 150g) 
1/10mm grease NLGI0# ~ 2# than N120 industrial lubricants

Grease filler pump DJB F200 series is Electric power pump for grease filling with 
volume 200l grease feeding filler pump. DJB F200 grease filler pump is used to 
filling grease to grease reservoir in lubrication system equipped with the 
cylindrical gear , fixed grease volume pump.
Grease filler pump DJB F200 is available with or without grease reservoir/tank, 
please check the ordering code blow. There is a protection net at the pump grease 
suction of cover, our DJB series is reliable working operation, convenient 
maintenance. 

Note before operation of grease 
filler pump DJB series:
1. The wire to motor should be
connected according to the
direction of motor rotation,
reverse rotated is not allowed.
2. The use of grease must be
clean, uniform texture quality, in
the range of the specified
number.
3. Regularly clean the pump
cover on the adsorption of
impurities
4. Forbidden to run the pump
without the grease in the
reservoir
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