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DRB-L Series Features:

-Max. pressure up to 210bar

- Tank volume of 20L to 90L

- Medium: NLGI 0# ~ 2# of American standard 

              grease classification

- Contact us for  custom design  

- Testing standard HSJB Technology standard  
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Lubrication pump DRB-L equals the U type of electric lubrication pump is used for for 
dual-line central lubrication system which requires for multi-lubrication point in a 
wild range of lubrication line and high grease feeding frequency. The medium of 
grease is pressurized by lubrication pump DRB-L and lubricating the point through 
dual line distributors, which will able to meet the different needs of various 
machinery and equipment, this lubrication pump is mostly equipped in a big 
machinery group or production line.

The DRB series of electric lubrication pump can is available to become dual line loop central 
lubrication system, for example, the main supplying line components annular configuration, 
the hydraulic directional valve is controlled by return pressure at the end of main supplying 
line, in order the centralized lubrication systems lubricates grease to each lubricating point 
alternately. The dual line end type of central lubrication system is available as well, the end 
pressure of main supplying line controls the solenoid directional valve to feed the grease or 
oil to lubricating point alternatively.

The Working Principle Of Lubrication Pump DRB-L: 
– The pump consists of piston pump, grease reservoir, directional valve, electric driven 
motor.
– The grease is pressurized from reservoir to directional valve, and the directional valve 
transfers the grease alternatively through two outlets, when one outlet feeds grease, the 
other connects to reservoir and unloading pressure.

Two kinds of function as per Loop type and End type system:
– Loop type of lubrication pump DRB consists of 4 connectors. The directional valve is 
pushed by grease in returned pipe to feed the grease or oil.
– End type of electric lubrication pump DRB consists of 2 connectors. There are 2 main 
grease supplying pipes connected to feed the grease or oil by solenoid directional valve.

HS : By Hudsun Industry
 

HS - DRB - L  195 -  G(Z)  -  L (H)

Characteristics of Product:

Ordering Code:

DRB Lubrication Pump
 

 
Grease Feeding Flow 
(Check Chart Below)
 

Pipe System: 
 L(H)= Loop type configuration

E(Z)= End type configuration 

Media: G (Z) = Grease

Technical Data:
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Model Max. 

Pressure 

Feeding 

Volume 

Tank 

Volume 
Piping Type Motor Type Power 

Reduction 

Ratio 
Speed 

Reducer 

Lube 
Weight 

Standard Equal 

DRB-L60Z-H U-25AL 

21Mpa 

/ 210bar 

60mL/min 20L 

O type 

A02-7124 0.37kW 1:15 

100 

r/min 1L 

140kgs 

DRB-L60Z-Z U-25AE E type 160kgs 

DRB-L195Z-H U-4AL 
195 mL/min 35L 

O type 
Y802-4 0.75kW 

1:20 

75 

r/min 

2L 
210kgs 

DRB-L195Z-Z U-4AE E type 230kgs 

DRB-L585Z-H U-5AL 
585 mL/min 90L 

O type 
Y90L-4 1.5kW 5L 

456kgs 

DRB-L585Z-Z U-5AE E type 416kgs 

 

www.lu
bric

ati
on-eq

uipmen
t.c

om 



DRB-L Function Symbol:

H HUDSUN
INDUSTRY CO., LTD

Making Your      Machine Most Effective 

02

Lubrication Pump DRB-L Series

DRB-L Wire Connection:

DRB-L  Working Indication

1. DRB-L series of electric lubrication pump should be installed in the ambient temperature where is appropriate, 

less dust, vibration, easy to adjust, inspection, maintenance and very convenient place and as far as possible in the 

central position of the lubrication system, shortening the system piping length, to maintain the minimum pressure 

drop, so that the DRB-L lubrication pump can produce enough power to overcome the pressure of the lubrication 

point resistance.
2. Before using the piston pump to slow down the cavity by adding N220 industrial gear oil to the oil standard 

provides liquid level.
3. To fill the grease in pump tank by using DJB-V70-type electric fuel pump from the lubrication pump supply 

mouth into the use of grease should be clean, do not allow mixed with dirt.
4. The direction of lubrication pump is a one-way rotation, the use of the motor must be rotated to the arrow way 

of the motor cover while connection the elector more wiring.
5. The standard pump relief valve set pressure 23MPa, it can be adjusted within 0 ~ 20MPa range of regulation, in 

use does not allow more than the nominal pump pressure 15% (23 MPa).
6. The loop type hydraulic pump hydraulic valve set pressure to 5MPa.
7. DRB-L lubrication pump is used for for the indoor installation type, outdoor or harsh environment, the use of 

occasions, must take protective measures.
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DRB-L60Z-H, DRB-L195Z-H Series Installation Dimensions:

Lubrication Pump DRB-L Series H HUDSUN
INDUSTRY CO., LTD

Making Your      Machine Most Effective 
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1: Grease tank；2: Pump ; 3: Vent plug ; 4: Lubricating inlet port ; 5: Terminal box ; 6: Low oil 
storage switch ; 7: Vent valve (Air below in the piston of reservoir) ; 8: High oil storage switch ; 9: 
Hydraulic reversing limit switch ; 10: Grease or oil release plug ; 11: Oil level gauge ; 12: Grease 
supply port M33 × 2-6g ; 13: Pressure adjustment screw for hydraulic valve ; 14: Hydraulic 
directional valve ; 15: Pressure relief valve ; 16: Vent valve (Grease outlet port) ; 17: Pressure 
gauge ; 18: Vent valve (Air above in the piston of reservoir) ; 19: Pipe outlet connection: Rc3/8 ; 
20: Pipe returned port connection: Rc3/8 ; 21: PipeⅡreturn port Rc3/8 ; 22: PipeⅡoutlet port 
Rc3/8

 

Model B5 B6 
H1 

H2 H3 H4 D d Mounting bolts 
Max. Min. 

DRB-L60Z-H 118 
20 598 155 60 

130 
- 269 14 M12x200 

DRB-L60Z-Z - 85 

DRB-L195Z-H 118 
16 687 167 83 

164 
- 319 18 M16x400 

DRB-L195Z-Z - 108 

DRB-L585Z-H 226 22 815 170 110 248 277 457 22 M20x500 

 Model L B H L1 L2 L3 L4 B1 B2 B3 B4 

DRB-L60Z-H 640 
360 986 500 70 

126 290 
320 

157 
23 

42 

DRB-L60Z-Z 780 640 450 200 160 

DRB-L195Z-H 800 
452 1056 600 100 

125 300 
420 226 39 

42 

DRB-L195Z-Z 891 800 500 160 

DRB-L585Z-H 
1160 585 1335 860 150 

100 
667 520 476 

244 111 

DRB-L585Z-Z 667 239 160 
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HUDSUN INDUSTRY CO. LTD.
No .3 Fac tory Bu i l d i ng , 1 1 8 Z henN i ngX i Road , 
Z henha i , N i ngbo C i t y , Z he j i ang P rov i nc e , 3 1 5 2 2 1 Ch i na 
Te l : + 8 6-5 74-8 63035 99 
Fax : + 8 6-5 74-8 630338 0 
h t tp :/ / www. l ubr i c a t i on -equ i pmen t . c om
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