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SPL, DPL Series Features:

- SPL - Double Cartridge Mesh Type Oil Filter

- DPL - Single Cartridge Mesh Type Oil Filter

                                                       

-  Filter size from 15mm ~200mm, 

    Oil flow rate 33.4L/min. ~ 5334 L/min.

 

- Testing standard JBZQ Technology standard  

 



Characteristics of Product:

Ordering Code:

01

HUDSUN
INDUSTRY CO., LTD
Making Your      Machine Most Effective 

SPL, DPL mesh filter is suitable for various types of 
oil lubrication equipment as filtration device, used 
in petroleum, electricity, chemicals, metallurgy, 
building materials, heavy or light industry and other 
industrial sectors to improve oil cleanliness.

Mesh oil filters is divided into SPL double cylinder 
series and DPL single cylinder series, the SPL, DPL 
mesh filter is reliable working, easy maintenance, 
no other power source needed, filter element made 
of wire mesh filter, with high strength, large oil 
capacity, to ensure that the filter accuracy, easy to 
clean and so on, SPL double cylinder mesh filter 
series processes to achieve non-stop conversion 
and cleaning.

Technical Data:

Oil Grease Filter SPL, DPL Series

HS = By Hudsun Industry

SPL = Double Cylinder Mesh Filte
DPL = Single Cylinder Mesh Filter

HS-   SPL / DPL    40    S    

Mounting Type:  
S = Side Mounting 

V = Vertical Mounting
B = Bottom Mounting

Filter Size (See the chart below)

Pressure Signal:  
Omit = Without
P = With Signal

   

    

Model
Size 

(mm)

Rated Flow 

m3/h(L/min) 
 

Filter Size

(mm)

Dual 

Cylinder

Single 

Cylinder

Inner 

Dim.

Outer 

Dim.

SPL15 -

 
15 2(33.4) 20 40 

SPL25 DPL25 25 5(83.4) 
30 65 

SPL32 -

 

32 8(134) 

 SPL40 DPL40 40 12(200) 

 

45 90 

SPL50 - 50 20(334) 
60 125 

SPL65 DPL65 65 30(500) 

 
SPL80 DPL80 

 

80 50(834) 
70 155 

SPL100 

 

-

  

100 80(1334) 

 

SPL125 

 

-

  

125 120(2000) 

90 175 SPL150 DPL150 150 180(3000) 

SPL200 DPL200 200 320(5334) 

1.The maximum operating temperature of 95℃
2.The maximum working pressure of 0.8mpa
3.Filter cleaning pressure drop 0.15mpa
4.The test medium viscosity of 24cst clean oil, when the rated flow through the oil filter when the original pressure
drop is not greater than 0.08mpa.
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HS-SPL15 ~ SPL 40 S Mounting Dimensions:

By Hudsun Industry
www.lubrication-equipment.com
sales@lubrication-equipment.com

HUDSUN
INDUSTRY CO., LTD
Making Your      Machine Most Effective 

Oil Grease Filter SPL, DPL Series

HS-SPL25 V Mounting Dimensions:

Size  

(mm)
  

Mount  

Dimensions  

(mm)
  

Remove 

Height 

(mm)
  

Connection 

Size 
 

(mm)
  

Pipe Line Length  (mm)  

Base Dimensions  

(mm)
   

Weight  

DN 
    

H 
 
B 

 
L 

 
H1 

 
D 

 
D0 

 
C 

 
h 

 
L3 

 
B1 

 
H2 

 
h1 

 
L1 

 
L2 

 
b 

 
R 

 
n 

 
d1 

 
kg 

 
15 

 

S

  

328 

 

180 196 

 

260 

 

M30 X 2 22 

 

38 

 

55 

 

88 

 

155 

 

291 

 

88 

 

166 80 

 

12 

 

16 

 

4 

 

12 

 

9.5 

 
20 

 

S

 

310 

 

207 260 

 

230 

 

M33 2 

 

26 

 

34 

 

65 

 

90 

 

177 

 

258 

 

90 

 

230 100 12 

 

15 

 

4 

 

15 

 

11.5 

 

25 

 

V

  

315 

 

   

232 230 

 
270 

 

M39 X 2 34 

 

34 

 

65 

 

90 

 

185 

 
265 

 

90 

 

156 
100 12 

 

15 

 

   

2 

 

16.5 
12 

 
S

  

205 260 

 

177 

 

230 4 

 

16.5 

32 

 

S

 

380 

 

207 260 

 

330 

 

60 X 60 38 

 

34 

 

65 

 

96 

 

175 

 

330 

 

50 

 

230 100 12 

 

15 

 

4 

 

16.5

 

12 

 40 

 

S

 

462 

 

261 314 

 

360 

 

66 X 66 45 

 

43 

 

70 

 

110 

 

224 

 

363 

 

100 

 

274 130 150 

 

20 

 

4 

 

17 

 

22 
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HUDSUN
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Oil Grease Filter SPL, DPL Series

      

    

 

HS-SPL50 ~ SPL 80 S Mounting Dimensions: HS-SPL50 ~ SPL 80 B Mounting Dimensions:

Size 

(mm)  
Mount 

Dimensions  

(mm)  

Remove 

Height 

(mm)  

Connection 

Size  (mm)  
Pipe Line Length  (mm)  

Base Dimensions  

(mm)    
Weight 

DN     H  B  L  H1  D  D0 C  h  L3  B1  H2  h1  L1 L2 b  R  n d1 kg  

50 
 

B 
 447 

425 
410 425 

 
86X86 

 
57 

 
220 90 

 
140 

355 
 

422 
92 

 

260 210 
25 

 
18 4 20 85 

 S 
 

400
 

355 
 

412 350 130 

65 
 

B 
 580 

453 
410 535 

 
100X100 70 

 
365 105 160 

375 
 

527 
112 

260 210 
25 

 
28 4 20 120 

 S 
 

423 425 
 

517 350 150 

80 
 

B 
 

780 541 492 660 
 

116X116 89 
 

443 124 190 456 
 

650 
   

350 270 25 
 

20 40 22 165 
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HS-SPL100 ~ SPL125 B Mounting Dimensions:

HUDSUN
INDUSTRY CO., LTD
Making Your      Machine Most Effective 

Oil Grease Filter SPL, DPL Series

HS-SPL150 ~ SPL200 B Mounting Dimensions:

By Hudsun Industry
www.lubrication-equipment.com
sales@lubrication-equipment.com

 

Size

 

(mm) 

 

Dimensions

 

(mm) 

  

 

Remove 

Height 

(mm)

 
Connection Size  

(mm)

 

Pipe Line Length  (mm)

 

Base Dimensions

 

(mm)

  

Weight

 

DN 

 

H 

 

B 

 

L 

 

H1 

 

D 

 

D0 

 

C 

 

h 

 

L3 

 

B1 

 

H2 

 

L1 L2 b 

 

R 

 

n d1 kg 

 

150 

 
890 

 
1000 990 790 

 
240 

 
159 

 
380 250 400 

 
825 760 

 
750 460 30 

 
320 40 22 680 

 

200
  
1058 1155 1180 945 

 
310 

 
219 

 
450 315 440 

 
960 910 

 
920 520 30 

 
40 4 34 800 

 

 

Size

 
(mm) 

 

Dimensions

 
(mm) 

  

 Remove 

Height 

(mm)

 

Connection Size  

(mm)

 

Pipe Line Length  (mm)

 

Base Dimensions

 
(mm)

  

Weight

 

DN

 

H

 

B

 

L

 

H1

 

D

 

D0

 

C

 

h

 

L3

 

B1

 

H2

 

L1

 

L2

 

b

 

R

 

n

 

d1

 

kg

 
100

 

765

 

847

 

560

 

660

 

190

 

108

 

3360

 

200

 

687

 

300

 

640

 

500

 

330

 

20

 

32

 

4

 

22

 

370

 

125

 

850

 

900

 

605

 

760

 

215

 

133

 

385

 

225

 

682

 

340

 

730

 

540

 

270

 

20

 

320

 

4

 

22

 

420
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HUDSUN
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Oil Grease Filter SPL, DPL Series

    

 

HS-DPL Series Mounting Dimensions:

Size

 

(mm)

  Dimensions

 

(mm) 

  
Remove 

Height 

(mm)

 Connection Size  (mm)

 

Pipe Line Length  (mm)

 

Base Dimensions

 

(mm)

  

Weight

 

DN 

 

H 

 

B 

 

L 

 

H1 

 

D 

 

D0 

 

C 

 

h 

 

L3 

 

B1 

 

H2 L1 L2 b 

 

R 

 

n d1 kg 

 

25 

 
315 130

 
135 270 

 
Connector 

M39x2 
 310 

 
34 60 70 

 
264 139 100 90 12 

 
15 4 16 6 

 

40 
 

440 143 173 360 
 

66x66 
 

14 
 

36 70 80 
 

364 177 130 125 14 
 

20 4 18 12 
 

65 
 

580 195 285 535 
 

100x100 
 
70 

 
79 105 105 517 261 165 150 18 

 
25 4 22 25 

 

80 
 

700 238 320 685 
 

185 
 

89 
 

99 120 128 630 310 170 170 180 25 4 22 30 
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Oil Grease Filter SPL, DPL Series

By Hudsun Industry
www.lubrication-equipment.com
sales@lubrication-equipment.com

HS-DPL100 ~ DPL200 Mounting Dimensions:

Size 

(mm)  

Dimensions 

(mm)   

Remove 

Height 

(mm) 

Connection Size  

(mm) 
Pipe Line Length  (mm) 

Base Dimensions 

(mm)  
Weight 

DN  H  B  L  H1  D  D0  C  h  L3  B1  H2  L1  L2  b  R  n  d1  kg  

100  800  412  528  790  190  108  140  42  290  360  364  150  734  335  18  3  18  115  

150  940  550  660  790  240  159  135  57  380  380  335  180  870  470  20  3  24  160  

200  1050  612  750  945  310  219  135  57  438  400  368  180  980  550  20  3  24  210  

 

Oil Grease Mesh Filter Element Size For Selection

NO  
Mesh Number 

(Mesh / Inch)  

Mesh Size 

(mm)  

Filter 

Accuracy

（um） 

Wire 

Diameter 

Net Weight Per Unit 

Area (Kg/m2) 
Percentage 

Sieving 

Area (%)  

Equivalent Inch 

Mesh (Mesh / 

Inch) 

Copper  
Stainless 

Steel  

1  10  2.00  2000  0.400  0.933  0.841  69  10.58  

2  20  1.00  1000  0.250  0.71  0.631  64  20.32  

3  40  0.450  450  0.180  0.720  0.649  51  40.32  

4  60  0.280  280  0.140  0.653  0.589  44  60.48  

5  80  0.200  200  0.112  0.562  0.507  41  81.41  

6  118  0.125  114  0.090  0.527  0.475  34  118.41  

7  158  0.090  78  0.071  0.438  0.395  31  157.76  

8  200  0.071  46  0.056  0.346  0.312  31  200  

9  264  0.056  38  0.040     0.210  34  264.6  

10  300  0.050  34  0.032     0.158  37  309.8  

11  363  00.040  30  0.030     0.162  32  363  
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HUDSUN INDUSTRY CO., LTD
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